www.boatcoversuk.com
(Made in Somerset)

Measuring an Open Boat 
(Suitable for trailing)

Lay a  flexible tape on the centre line with “0” on the transom and record the measurements
shown below.

	On the centre line from transom
	

	1
	LOA
	

	2
	Length to point of maximum beam
	


	2
	Beam
	

	3
	Width of transom
	

	4
	Transom quarter to bow along gunwale
	


NB If there is a side guard rail or steering console please measure of both

	Centre line distances up the boat- transom to bow in cm.
	Measure and record full gunwale to gunwale distances including rubbing strip.
	For office use

	30
	
	

	60
	
	

	90
	
	

	120
	
	

	150
	
	

	180
	
	

	210
	
	

	240
	
	

	270
	
	

	300
	
	

	330
	
	

	360
	
	

	390
	
	

	420
	
	

	450
	
	

	480
	
	

	510
	
	


Our covers are mostly made from a high quality, tough, blue polyester reinforced PVC (Sunstorm) specially compounded to resist UV degradation. They have a rope tunnel each side set in hanging skirts. There are also webbing anchor points to provide extra security when trailing.

NB.  If this self measurement form does not deal with your boat there are others that may do so. We would be happy to produce the most appropriate form if you could send us a picture of your boat-they are always helpful anyway.

If you have a draining engine well and would like a curved cut-out to allow the engine to be tipped forward please show width and depth.
If there is a rubbing strake please illustrate its profile.
